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* Private house - Madrid * Tryp hotel (Sol Meliá Chain)**** - Zaragoza

EGi offers you 
a wide range of 
loudspeakers 
and sound 
diffusers
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EGi loudspeakers and passive diffusers can be combined with the Domos, Domos2 and 
Millennium series. They produce an excellent sound quality, both in domestic environments 
and in public or commercial installations.

EGi offers excellent alternatives for wall or ceiling, flush or surface mounting with sizes from 60 
x 60 mm to 27 x 27 cm and options of 2”, 3”, 5” and 8” with three different qualities (standard, 
wideband and Hi-Fi), as well as different versions of baffles and cabinets to obtain the best 
sound performance.

Loudspeaker Series
• EGi low impedance loudspeakers
	 2” Loudspeakers, accessories for 2” loudspeakers, 3” loudspeakers, accessories for 

3” loudspeakers, 5” loudspeakers, accessories for 5” loudspeakers, 5” wall-mount 
loudspeakers, accessories for 5” wall-mount loudspeakers, 8” loudspeakers, accessories for 
8” loudspeakers, Hi-Fi baffles, accessories for Hi-Fi baffles, sound projectors

• Sound & Lighting
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G28N/16PL
The same features as G28N/16. Colour: silver	

G28N/16
2” Ceiling loudspeaker + spring fixing grille. Wideband. 16 Ω. Colour: white	

G28N/32
2” Ceiling loudspeaker + spring fixing grille. Wideband. 32 Ω. Colour: white	

G13U/16
2” Wall loudspeaker. To be installed in 60 mm standard fitting box. Wideband. 
16 Ω. Colour: black	

G26U/16
The same features as G13U/16. Colour: snow white	

G13U/32
2” Wall loudspeaker. To be installed in 60 mm standard fitting box. Wideband. 
32 Ω. Colour: black	

G26U/32
The same features as G26U/16 in version 32 Ω	

0601.10
The same features as G13U/16. For SCHNEIDER® SM 200. Colour: White. 
Ø 60 mm fitting box	

0601.12
The same features as G13U/16. For SCHNEIDER® SM 200. Colour: Black.	

0608.16
The same features as G13U/16. For VIMAR® Plana. 3-Module fitting box 
and Ø 60 mm fitting box	

06020
The same features as G13U/16. For GEWISS® Chorus	

GI3V/16
The same features as G13U/16. For VIMAR® Idea. 3-Module fitting box	

GL2T/16
The same features as G13U/16. For BTICINO® Light. 60 mm fitting box	

GL2T/16BN
The same features as G26U/16. For BTICINO® Light. Ø 60 mm fitting box	

GL3T/16
The same features as G13U/16. For BTICINO® Light. 3-Module fitting box	

GLIT/16
The same features as G13U/16. For BTICINO® Living. Ø 60 mm fitting box	

GLIT/32
The same features as GLIT/16 in version 32 Ω	

GLUT/16
The same features as G13U/16. For BTICINO® Luna. Ø 60 mm fitting box	

2” Loudspeakers	

Decoration concerns are increasingly important in architecture related 
installations nowadays. The best way to ensure that loudspeakers 
blend into their surroundings is to reduce their size. EGi has specially 
developed loudspeakers of just 2” and 3”, maintaining a surprising 
sound quality considering their dimensions.

G28N/16
G28N/32

G13U/16

Related products	

• Accessories for standard box (ø 60 mm). EGi 1-Gang 
front trims. Please consult page 52.

Ø: Cut diameter
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G19C/4
3” Square wall loudspeaker. Wideband. 4 Ω	

G19C/16
3” Square wall loudspeaker. Wideband. 16 Ω	

G19C/32
3” Square wall loudspeaker. Wideband. 32 Ω	

GLUT/32
The same features as GLUT/16 in version 32 Ω	

GP2G/16
The same features as G13U/16 for GEWISS® Playbus	

0716
The same features as G13U/16 for GEWISS® Playbus	

3” Loudspeakers	

Square 3” loudspeakers for wall mounting. To be assembled next to a 
traditional-sized control unit.

G19C/XX

Ø: Cut diameter

Technical specifications G28N/16 G28N/32 G13U/16 · G26U/16 G13U/32 · G26U/32

Dimensions (X x Y x Z) 90 x 55 mm 90 x 55 mm - -

Power (RMS) 2 W 2 W 2 W 2 W

Quality wideband wideband wideband wideband

Impedance 16 Ω 32 Ω 16 Ω 32 Ω

Size 2” 2” 2” 2”

Frequency response (at - 6 dB) 150-16.000 Hz 150-16.000 Hz 150-16.000 Hz 150-16.000 Hz

Sensitivity (at 1 W, 1 m) 83 dBSPL 83 dBSPL 83 dBSPL 83 dBSPL

Coverage angle (at 4 Khz) 150º at - 6 dB 150º at - 6 dB 150º at - 6 dB 150º at - 6 dB

Cut diametre Ø Ø 73 Ø 73 standard box standard box

Grille included included included included

Technical specifications G19C/4 G19C/16 G19C/32

Dimensions (X x Y x Z) 91 x 98 x 45 mm 91 x 98 x 45 mm 91 x 98 x 45 mm

Power (RMS) 6 W 6 W 6 W 2 W 6 W 6 W 6 W

Quality wideband wideband wideband

Impedance 4 Ω 16 Ω 32 Ω

Size 3” 3” 3”

Frequency response (at - 6 dB) 100 - 15.000 Hz 100 - 15.000 Hz 100 - 15.000 Hz

Sensitivity (at 1 W, 1 m) 86 dBSPL 86 dBSPL 86 dBSPL

Coverage angle (at 4 Khz) 120º at - 6 dB 120º at - 6 dB 120º at - 6 dB
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06022
5” Marine flush-mount loudspeaker with grille. Designed for marine 
applications. It resists the effects of salt water and humidity. 20 W 4 Ω, 
grille included, 2 ways, Hi-Fi	

H21C/NE
3” Square (ABS) plastic grille. Colour: black	

V15C
Linkable flush-mounting box. Dimensions: 91 X 98 X 45 mm	

V16C
Preinstallation cover. Dimensions: 90 X 90 mm	

5” Loudspeakers	

V16C

V15CH21C/NE

3” Loudspeakers	
Accessories for 3” loudspeakers

Ø: Cut diameter

Technical specifications 06022

Dimensions (X x Y x Z) 150 x 150 x 46 mm

Power (RMS) 20 W

Quality HI-FI

Impedance 4 Ω

Frequency response (at - 6 dB) 87 - 20.000 Hz

Sensitivity (at 1 W, 1 m) 88 dBSPL

Coverage angle (at 4 Khz) 90º at - 6 dB

IP rate 44

Cut diametre Ø 123 mm
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06013
5” Marine loudspeaker for ceilings. 16 Ω 7 W	

G14A/4
5” Ceiling loudspeaker. Wideband. 4 Ω	

G14A/16
5” Ceiling loudspeaker. Wideband. 16 Ω	

G14A/32
5” Ceiling loudspeaker. Wideband. 32 Ω	

G15A/4
5” Ceiling loudspeaker. HI-FI 2 ways. 4 Ω	

G16A/16
5” Ceiling loudspeaker. Standard. 16 Ω	

G14A/4
G14A/16
G14A/32

G15A/4
G16A/16

0602.10
5” Circular plastic grille. Colour: white. 190 mm	

0602.12
5” Circular plastic grille. Colour: black. 190 mm	

0602.13
5” Circular plastic grille. Colour: silver. 190 mm	

0602.26
5” Chromed matt nickel circular plastic grille. 190 mm	

H18A.11
5” Circular metallic grille. Colour: matt white. 185 mm	

H18A.14
5” Circular metallic grille. Colour: silver. 185 mm	

Accessories for 5” loudspeakers

0602.26

H18A.14H18A.11

0602.10 0602.12

0602.13

Ø: Cut diameter

Technical specifications 06013 G14A/4 · G14A/16 G14A/32 G15A/4 G16A/16

Dimensions (X x Y x Z) 148 x 66 mm 148 x 66 mm 148 x 66 mm 148 x 66 mm 148 x 66 mm

Power (RMS) 7 W 6 W 6 W 20 W 2 W

Quality wideband wideband wideband HI-FI 2 ways standard

Impedance 16 Ω 4 Ω / 16 Ω 32 Ω 4 Ω 16 Ω

Size 5” 5” 5” 5” 5”

Frequency response (at - 6 dB) 84 - 16.500 Hz 50 - 11.000 Hz 50 - 11.000 Hz 50 - 20.000 Hz 120 - 10.000 Hz

Sensitivity (at 1 W, 1 m) 92.7 dBSPL 92.7 dBSPL 92.7 dBSPL 91 dBSPL 88 dBSPL

Coverage angle (at 4 Khz) 100º at - 6 dB 100º at - 6 dB 100º at - 6 dB 100º at - 6 dB 100º at - 6 dB
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0703
Adapter ring for 5” fitting boxes from other brands	

H11N
Kit to install 5” and 8” loudspeakers	

H13A/BA
Flat circular plastic grille. Colour: white.	

H16A/BL
5” Circular plastic grille. Colour: white.	

H17A/BL
5” Square plastic grille. Colour: white.	

W25N
Square surface-mount wooden supplement for 5” loudspeakers	

H23B
Set of 2 adapters	

H28N
Ring with springs	

H29N
Bag of 10 springs	

V19A
Open flush-mount box	

V21A
Preinstallation cover	

V29A
Closed flush-mount box	

H26N
Wooden baffle-box	

H27N
Wooden baffle-box	

W19N/BL
Square surface-mount supplement for 5” loudspeakers (H23B required). 
Colour: white.	

5” Loudspeakers	
Accessories for 5” loudspeakers 

H28N H29N

V19A V21A

V29A

W25NH17A/BL

H16A/BLH13A/BA

0703

Ø: Cut diameter

H26N / H27N

W19N/BL
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5” Wall-mount loudspeakers	

G17F/16
5” Wall-mount loudspeaker. Wideband. 16 Ω	

G17F/16

H19F/BL
5” Rectangular plastic grille. Colour: white	

H22F/NE
Surface-mount box for 5” loudspeakers, rectangular	

V11F
Flush-mounting box	

V12F
Preinstallation cover	

H19F/BL

V11F

H22F/NE

V12F

Accessories for 5” wall-mount loudspeakers

Ø: Cut diameter

Technical specifications G17F/16

Dimensions (X x Y x Z) 295 x 141 x 53 mm

Power (RMS) 6 W

Quality wideband

Impedance 16 Ω

Size 5”

Frequency response (at - 6 dB) 50 - 11.000 Hz

Sensitivity (at 1 W, 1 m) 92 dBSPL

Coverage angle (at 4 Khz) 100º at - 6 dB
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H25B/BA

Accessories for 8” loudspeakers

0603.10
8” Circular plastic grille. Colour: snow white. Dimensions: 265 mm	

H25B/BA
Flat circular plastic grille. Colour: alpine white. Dimensions: 265 mm	

0603.10

8” Loudspeakers	

G11B/4
8” Ceiling loudspeaker. Wideband. 4 Ω	

G11B/16
8” Ceiling loudspeaker. Wideband. 16 Ω	

G11B/32
8” Ceiling loudspeaker. Wideband. 32 Ω	

G12B/4
8” Ceiling loudspeaker. HI-FI, 2 ways. 4 Ω	

G11B/4

G11B/32

G11B/16

G12B/4

Ø: Cut diameter

Technical specifications G11B/4 G11B/16 G11B/32 G12B/4

Dimensions (X x Y x Z) 231 x 85 mm 231 x 85 mm 231 x 85 mm 231 x 85 mm

Power (RMS) 6 W 6 W 6 W 20 W

Quality wideband wideband wideband HI-FI 2 ways

Impedance 4 Ω 16 Ω 32 Ω 4 Ω

Size 8” 8” 8” 8”

Frequency response (at - 6 dB) 40 - 11.000 Hz 40 - 11.000 Hz 40 - 11.000 Hz 38 - 20.000 Hz

Sensitivity (at 1 W, 1 m) 93 dBSPL 93 dBSPL 93 dBSPL 93 dBSPL

Coverage angle (at 4 Khz) 80º at - 6 dB 80º at - 6 dB 80º at - 6 dB 80º at - 6 dB
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V17B V18B

H26NH24B/BL

Hi-Fi Baffles	

0605.04
Pair of bookshelf speakers. Hi-Fi, 2 ways. 10 W, 4 Ω. Wood finishing. Natural 
sound	

0605.16
Pair of bookshelf speakers. Hi-Fi, 2 ways. 10 W, 16 Ω. Wood finishing. Natural 
sound	

0606.14
Rock speaker. 6 Ω. 40 W. IP 55. Colour: grey. Dimensions 330 x 280 x 250 mm	

0606.15
Rock speaker. 6 Ω. 40 W. IP 55. Colour: brown. Dimensions 330 x 280 x 250 mm	

0609.04
Extra-flat baffle pair. 40 W, 4 Ω. Colour: white	

H24B/BL
Flat square plastic grille. Colour: white	

H26N
Wooden baffle box	

H30N
Kit of 10 springs	

V17B
Open flush-mounting box	

H11N
Kit to install 5” and 8” loudspeakers	

V18B
Preinstallation cover	

H11N

Ø: Cut diameter

Technical specifications 0605.04 0605.16 0606.14 0606.15 0609.04

Dimensions (X x Y x Z) 120 x 210 x 220 mm 120 x 210 x 220 mm - - 185 x 275 x 38 mm

Power (RMS) 10 W 10 W 40 W 40 W 40 W

Quality Hi-Fi, 2 ways Hi-Fi, 2 ways 2 ways 2 ways Hi-Fi, 2 ways

Impedance 4 Ω 16 Ω 6 Ω 6 Ω 4 Ω

Woofer / Tweeter 3’’ / 1’’ 3’’ / 1’’ 6,5’’ / 1’’ 6,5’’ / 1’’ 5” / 1”

Frequency response (at - 6 dB) 90 - 22.000 Hz 90 - 22.000 Hz 80 - 17.000 80 - 17.000 130 Hz - 18 KHz

Sensitivity (at 1 W, 1 m) 84 dBSPL 84 dBSPL 82,9 dBSPL 82,9 dBSPL 84,8 dBSPL

Coverage angle (at 4 Khz) 120º at - 6 dB 120º at - 6 dB 48º at - 6 dB 48º at - 6 dB 30º at - 6 dB; 104º at - 6 dB

Type of box Bass Reflex Bass Reflex Closed Closed Closed
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Hi-Fi baffles	
G22E/4
Hi-Fi Baffle pair. 2 Ways. 8 Ω	

G22E/4

06014
2-Way baffle pair with 3” midwoofer. 15W, 16 Ω. Fixing brackets included. 
Sensitivity: 87 dB with additional tweeter. Small-size loudspeaker. Colour: 
black	

06015
2-Way baffle pair with 3” midwoofer. 15W, 16 Ω. Fixing brackets included. 
Sensitivity: 87 dB with additional tweeter. Small-size loudspeaker. Colour: 
white	

06018	  
2-Way Hi-Fi baffle. 30 W, 16 Ω . 2-Way passive system. Selectable 100V 
and low impedance. Shielded loudspeaker system, PTC treble loudspeaker 
protection. Small-size loudspeaker. Fixing brackets included. Colour: black	

06019	  
2-Way Hi-Fi baffle pair. 30 W, 4 Ω. 2-Way passive system. Shielded 
loudspeaker system. PTC to protect treble loudspeaker. Front metallic 
protection grille. Horizontal or vertical use. Fixing brackets not included. 
Colour: black	

Ø: Cut diameter

Technical specifications G22E/4

Dimensions (X x Y x Z) 220 x 305 x 85 mm

Power (RMS) 50 W

Quality HI-FI 2 ways

Impedance 8 Ω

Woofer / Tweeter 6’’ / 1’’

Frequency response (at - 6 dB) 45 - 20.000 Hz

Sensitivity (at 1 W, 1 m) 84 dBSPL

Coverage angle (at 4 Khz) 54º at - 6 dB

Technical specifications 06014 06015 06018 06019

Dimensions (X x Y x Z) 102 x 160 x 95 mm 102 x 160 x 95 mm 150 x 226 x 16 mm 150 x 226 x 16 mm

Power (RMS) 15 W 15 W 30 W 30 W

Quality HI-FI 2 ways HI-FI 2 ways HI-FI 2 ways HI-FI 2 ways

Impedance 16 Ω 16 Ω 16 Ω 4 Ω

Woofer 3” 3” 3” 3”

Tweeter 1/4” 1/4” 1/4” 1/4”

Frequency response (at - 6 dB) 150 - 20.000 Hz 150 - 20.000 Hz 78 - 21.000 Hz 80 - 21.000 Hz

Sensitivity (at 1 W, 1 m) 88.7 dBSPL 88.7 dBSPL 89 dBSPL 89 dBSPL

Coverage angle (at 4 Khz) 100º at - 6 dB 100º at - 6 dB 75º at - 6 dB 75º at - 6 dB

Type of box Closed Closed Closed Closed

Weight 0,525 Kg 0,525 Kg 1,7 Kg 1,6 Kg

IP Grade - - IP44 -
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Q13N
Pair of articulated swivel-joint supports	

05005
Transformer to connect low impedance (16 Ω) loudspeakers to 100 V line. 
Power: 1, 3 W and 6 W. High quality audio	

V22E
Pair of flush-mount frames for G22E baffles	

Accessories for baffles and Hi-Fi columns

Q13N

05005

V22E

Sound projectors	
0604.01
Sound projector. 4 Ω. High performance. 95 dB at 1 W/1 m. Coverage angle: 
36º at - 6 dB. 20 W.IP 54. Colour: black	

0604.02
Sound projector. 16 Ω. High performance. 95 dB at 1 W/1 m. Coverage angle: 
36º at - 6 dB. 20 W. IP 54. Colour: black	

0604.04
Sound projector. 4 Ω. High performance. 95 dB at 1 W/1 m. Coverage angle: 
36º at - 6 dB. 20 W. IP 54. Colour: white.	

0604.05
Sound projector. 16 Ω. High performance. 95 dB at 1 W/1 m. Coverage angle: 
36º at - 6 dB. 20 W. IP 54. Colour: white	

Ø: Cut diameter

Technical specifications 0604.01 0604.02 0604.04 0604.05

Dimensions (X x Y x Z) 255 x 240 x 245 mm 255 x 240 x 245 mm 255 x 240 x 245 mm 255 x 240 x 245 mm

Power (RMS) 20 W 20 W 20 W 20 W

Impedance 4 Ω 16 Ω 4 Ω 16 Ω

Sensitivity (at 1 W, 1 m) 95 + 1 - 0,5 dBSPL 95 + 1 - 0,5 dBSPL 95 + 1 - 0,5 dBSPL 95 + 1 - 0,5 dBSPL

Coverage angle (at 4 Khz) 40º at - 6 dB 40º at - 6 dB 40º at - 6 dB 40º at - 6 dB

IP Grade IP54 IP54 IP54 IP54

Frequency response 128 - 12.800 Hz 128 - 12.800 Hz 128 - 12.800 Hz 128 - 12.800 Hz

0604.01
0604.02

0604.04
0604.05
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06024
High-quality loudspeaker with aluminium grill for in-ceiling mounting. 
Mono sound. Built-in 3” loudspeaker. Impedance: 16 Ω. Power: 7 W. 
Cut diameter: 100 mm. 	

06025
High-quality loudspeaker with aluminium grill for in-ceiling mounting. 
Stereo sound. 2 Built-in 3” loudspeakers. Impedance: 16 Ω. Power: 7 W. 
Cut diameter: 100 mm.	

06028
High-quality loudspeaker with aluminium grill for in-ceiling mounting. 
Mono sound. Built-in 5” loudspeaker. Impedance: 4 Ω. Power: 20 W. 
Cut diameter: 150 mm.	

06029
High-quality loudspeaker with aluminium grill for in-ceiling mounting. 
Stereo sound. 2 Built-in 5” loudspeakers. Impedance: 4 Ω. Power: 20 W. 
Cut diameter: 150 mm.	

Designing for Today’s 
Architecture
High-quality loudspeakers
with aluminium finish06024

06028

Mono loudspeaker

06025

Stereo loudspeaker

Sound & Lighting	

Surface mounting

70005
Round ceiling sound projector designed for surface mounting, 16 Ω 2 W	

70006
Round ceiling light projector designed for surface mounting, 50 W	

70007
Round ceiling sound projector designed for surface mounting with movable 
baseplate, 16 Ω 2 W	

70008
Round ceiling light projector designed for surface mounting with movable 
baseplate, 50 W	

70009
Square ceiling sound projector for surface mounting, 16 Ω 2 W	

70010
Square ceiling light projector for surface mounting, 50 W	

70011
Square ceiling sound projector for surface mounting with movable baseplate, 
16 Ω 2 W	

70012
Square ceiling light projector for surface mounting with movable baseplate, 50 W	

70005

70009

70007

70011

70008

70012

70006

70010
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70013

Surface mounting

70013 / 70014
16 Ω Round ceiling sound projector (2 W) and lamp (50 W) for wall mounting	

70015 / 70016
2” Loudspeaker for Ø 50 mm luminaires. 20 Ω, 4 W. Colour: white or chrome	

702XA Light fiftting + 1 pc. GU5.3 lamp 
+ 1 pc. 70015 or 70016 loudspaeaker

3724 Light fiftting 2 pcs. G-53 lamp 
+2 pcs. 70017 loudspeaker

3741 Light fiftting + 1 pc. 
70017 loudspeaker

37111 Light fiftting 
+ 1 pc. 70017 
loudspeaker

3743 Light fiftting +2 pcs. G-53 
lamp +1 pc. 70017 loudspeaker

703XA Light fiftting + 2 pcs. GU5.3 lamp 
+ 1 pc. 70015 or 70016 loudspaeaker

70017
4” Loudspeaker for luminaires with G53 HMG-111 lamps. 20 Ω, 7 W

Technical specifications 70013 / 70014

Lampholder GU10

Lamp type Fluorescent 2 x 26 W

Nominal power (audio) 2W (RMS)

Impedance 16 Ω

Sensitivity 85,2 dBSPL

Maximum power 95 dBSPL 95 dBSPL

Technical specifications 70015 / 70016

Sensitivity (@ 1W, 1m) 85 dBSPL +/- 1.5 dBSPL

Frequency response (@ -6dB) 250 - 17.000Hz

Impedance 20Ω, +/- 15%

Resonance frequency 250Hz, +/- 15%

Power 4 W (RMS)

Dimensions Ø 50mm x 27mm (height)

Negative/positive terminal strip included

Technical specifications 70017

Sensitivity (@ 1W, 1m in the axis) 85 dBSPL +/- 1.5 dBSPL

Frequency response (@ -6dB) 230 - 18.000 Hz

Impedance 20Ω, +/- 15%

Power 7 W (RMS)

Dimensions Ø 110,05 mm x 85 mm (height)

Security towline for easier installation included

Examples of installations	

Examples of installations	
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x * Front trim NOT INCLUDED 

1-Gang front trims

2-Gang front trims

1801/BL
Ivory white

1802/BL
Ivory white

1802/BN
Snow white

1802/CO
Copper

1802/DO
Gold

1802/GR
Graphite

1802/HU
Smoke

1802/PL
Silver

1802/NE
Black

18007
Old copper

18008
Old gold

18009
Stainless steel

18010
Shiny nickel

18001
Old copper

1801/BN
Snow white

18002
Old gold

1801/CO
Copper

18003
Stainless 

steel

1801/DO
Gold

18004
Shiny nickel

1801/GR
Graphite

18005
Matt nickel

1801/HU
Smoke

18006
Black nickel

1801/PL
Silver

1801/NE
Black

Accessories for standard box (Ø 60 mm)	

90mm

88mm

18011
Matt nickel

18012
Black nickel

161mm

88mm

07001 
Aluminium/

glass
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Adaptation of control units to electrical mechanisms made by other manufacturers

AVE SYSTEM 45
By means of 
EGi chassis 
plate ref W01S.

BERKER B.7
By means 
of EGi fixing 
frame ref 0706 
+ fixing frame 
from EGi 
module.

BJC MAGNA
By means of 
BJC® adapter 
ref 18743.

BTICINO AXOLUTE
Control 
unit: replace 
EGi metallic 
chassis plate 
for BTICINO® 

Axolute chassis plate and EGi 
adapting kit ref. 0715 + fixing 
frame from EGi module.
Loudspeaker: replace metallic 
chassis plate for EGi metallic 
chassis plate ref. 0716 specific 
for BTICINO® Axolute.

BTICINO MÁTIX
Control unit: 
replace the EGi 
metallic chassis 
plate for EGi 
adapting kit ref. 
07019.

Loudspeaker: use 2” EGi 
loudspeaker ref. 06031 specific 
for BTICINO® Mátix.

BTICINO LIVING

(3-module 
box)
Control unit: 
replace the 
EGi metallic 

chassis plate for EGi adapting kit 
ref WLIT.1. It is not possible to 
adapt the 2” wall loudspeaker to 
this series.

BJC AURA
By means of 
BJC® adapter 
ref 18743.

BJC MEGA
By means of 
BJC® adapter 
ref 21743.

BTICINO LIGHT

(60 mm box)
Control unit: 
direct mounting 
or replacing 
EGi metallic 

chassis plate for EGi adapting kit 
ref. WL2T + fixing frame from EGi 
module.
Loudspeaker: use 2” EGi 
loudspeaker ref GL2T/16 (black) 
or GL2T/16BN (white) specific for 
BTICINO® Light (60 mm box).

EDE LOOK 75
By means of 
EDE® frame 
ref. 75970 + 
fixing frame 
from EGi 
module.

BTICINO LUNA
Control unit: 
replace the EGi 
metallic chassis 
plate for EGi 
adapting kit ref 
WLUT.

Loudspeaker: use 2” EGi 
loudspeaker ref. GLIT/16 or 
GLIT/32 specific for BTICINO® 
Luna.

BJC CORAL
By means of 
BJC® adapter 
ref 21743.

BJC ROOM
Direct 
mounting.

BTICINO LIGHT 503

(3-module 
box 60 mm 
box)
Control unit: 
replace EGi 

metallic chassis plate for EGi 
adapting kit ref WLGT + fixing frame 
from EGi module. Loudspeaker: 
use 2” EGi loudspeaker ref. 
GL3T/16 or GL3T/16BN specific 
for BTICINO® Light (3-module box 
and 60 mm box).

BJC IRIS
By means of 
BJC® adapter 
ref 18743.

BJC SOL TEIDE
Direct 
mounting.

BTICINO LIVING

(60 mm box)
Control unit: 
replace the EGi 
metallic chassis 
plate for EGi 

adapting kit ref. WLIT.
Loudspeaker: use 2” EGi 
loudspeaker ref. GLIT/16 or 
GLIT/32 specific for BTICINO® 
Living (60 mm box).

BERKER ARSYS
By means fixing 
frame from 
BERKER® ref 
1108.. + fixing 
frame from EGi 
module.

BERKER B.1
By means 
of EGi fixing 
frame ref 0706 
+ fixing frame 
from EGi 
module.

BERKER B.3
By means 
of EGi fixing 
frame ref 0706 
+ fixing frame 
from EGi 
module.

W01S. Chassis plate to adapt EGi control unit and loudspeaker to AVE® and System 45. Colour: black.

0706. Frame from BERKER® B.1 / B.3 / B.7 series.

0715. Kit to adapt EGi control unit to BTCINO® Axolute. 0716. Chassis plate to adapt EGi 2” loudspeaker to BTCINO® Axolute series.

WL2T. Kit to adapt EGi control unit to BTCINO® Light (60 mm box).
GL2T/16-GL2T/16BN. 2” 16 Ω wide band loudspeaker specific for BTCINO® Light (60 mm box). Colour: Black or white.

WLGT. Kit to adapt EGi control unit to BTCINO® Light (503 box and 60 mm box).
GL3T/16-GL3T/16BN. 2” 16 Ω wide band loudspeaker specific for BTCINO® Light (3-module box and 60 mm box). White.

WLIT.Kit to adapt EGi control unit to BTCINO® Living.
GLIT/16-GLIT/32. 2” wide band loudspeaker for BTCINO® Living (60 mm box). Available in 16 Ω or 32 Ω.

WLIT.1. Kit to adapt EGi control unit to BTCINO® Living (503 box).

WLUT. Kit to adapt EGi control unit to BTCINO® Luna (60 mm box).
GLUT/16-GLUT/32. 2” wide band loudspeaker for BTCINO® Luna. Available in 16 or 32 Ω.

07019. Kit to adapt EGi control unit to BTCINO® Mátix (60 mm box).
06031. 2” 16 Ω wide band loudspeaker specific for BTCINO® Mátix.
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EUNEA SM200
Control unit: 
replace the 
EGi metal 
chassis with 
an EUNEA® 
adaptor ref. 
30582XX 

+ intermediate frame by 
EUNEA® ref. 60412XX + frame 
accompanying the EGi module.
Loudspeaker: use 2” EGi 
loudspeaker ref 0601.10 (white) 
or 0601.12 (black) specific for 
EUNEA® SM200

GENERAL ELECTRIC 
SINTRA

By means 
of GE® ref. 
SS237 (1-
gang frame) 
or DHS237 
(2-gang frame) 
+ GE® fitting 

plate for sound modules ref 
DHS237 + fixing frame from EGi 
module.

GEWISS CHORUS
Control 
unit: replace 
EGi metallic 
chassis 
plate for EGi 
adapting kit 
ref. 0717.

Loudspeaker: use 2” loudspeaker 
ref. 06020 specific for GEWISS® 
Chorus.

GEWISS PLAYBUS
(3-module 
box) (60 
mm box)
Control 
unit: 
replace 

EGi metallic chassis plate for 
EGi adapting kit ref. WPLG.
Loudspeaker: use 2” 
loudspeaker ref. GP2G/16 
specific for GEWISS® Playbus.

GEWISS SYSTEM 22 
EXPO

(3-module 
box)(60 
mm box)
Control unit: 

replace EGi metallic chassis plate 
for EGi adapting kit ref. W22G. It 
is not possible to adapt the 2” in-
wall loudspeaker to this series.

GIRA EVENT

By means 
of EGi fixing 
frame ref. 
WEVG/.. + 
EGi frame ref 
W27S/..

GIRA F-LINE

By means of 
EGi fixing frame 
ref. WFLG/.. + 
fixing frame from 
EGi module.

JUNG CD500
By means of 
adapting frame 
from JUNG® 
ref. CD EGi or 
CD EGi WW + 
fixing frame from 
EGi module.

EUNEA SM100
Direct 
mounting.

EUNEA ÚNICA
Remove inner 
tabs from 
EUNEA® 
frame + EGi 
adapting 
frame ref. 
0707.xx

EUNEA SM100 Master
Direct 
mounting.

EUNEA ÚNICA PLUS Y 
TOP

IInner parts 
from EUNEA® 
frame + EGi 
adapting frame 
ref. 0711.xx

EUNEA SM180
Control unit: 
replace EGi 
metallic chassis 
plate for EGi 
adapting kit 
ref. WSM8/.. + 

EUNEA® frame ref 70412.xx.

It is not possible to adapt the 2” 
in-wall loudspeaker to this series.

EUNEA ÚNICA, ÚNICA 
PLUS/TOP

Alternative 
to 0707.xx 
and 0711.xx 
by EGi fixing 
frame ref. 
0714.xx.With 

this option it is not possible to 
install the 2” in-wall loudspeaker.

EFAPEL APOLO 5000
By means 
of EGi fixing 
frames ref. 
WJ1E/BN 
(1-gang frame), 
WJ2E/BN (2-

gang frame), WJ3E/BN (3-gang 
frame) + EGi fixing frame ref. 
W27S/..

EFAPEL SIRIUS 70
By means of 
EGi frame ref. 
0713.xx + fixing 
frame from EGi 
module

WJ1E/BN. 1-Gang frame. Snow white.  WJ2E/BN. 2-Gang frame. Snow white.
WJ3E/BN. 3-Gang frame. Snow white. EGi adapting kit to EFAPEL® Apolo 5000 series.

0713.10. White 0713.13. Ivory white. 0713.14. Anthracite. Frame from EFAPEL® Sirius 70 series.

WSM8/BL.Ivory white. WSM8/BN. Snow white. WSM8/NE. Black. WSM8/GR. Grey. EGi adapting frame to EUNEA® SM180

0601.10. White. 0601.12. Black. 2” 16Ω wide band loudspeaker specific for EUNEA® SM200 series.

0707.10. White. 0707.12. Black. 0707.14. Grey. EGi adapting frame to EUNEA® Única.

0711.10. White. 0711.12. Black. 0711.14. Grey. EGi adapting frame to EUNEA® Única Plus and Top series.

0714.10. White. 0714.12. Black. 0714.14. Grey. Kit to adapt EGi control unit to EUNEA® Única Plus and Top series.

0717. Kit to adapt EGi control unit to GEWISS® Chorus. 06020. 2” 16Ω wide band loudspeaker specific for GEWISS® Chorus.

WPLG. Kit to adapt EGi control unit to GEWISS® PLAYBUS.
GP2G/16. 16 2” 16Ω wide band loudspeaker specific for GEWISS® PLAYBUS (3-module box) (60 mm box).

W22G. Kit to adapt EGi control unit to GEWISS® System 22 Expo. (3-module box) (60 mm box).

WEVG/27. White. WEVG/28. Anthracite. Frame GIRA® Event.

WFLG/54. White cream. WFLG/55. White pure. WFLG/56. Metallic brown. WFLG/57. Metallic anthracite. Frame GIRA® F-Line.
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JUNG CD PLUS
By means of 
adapting frame 
from JUNG® 
ref. CD EGi 
or CD EGi 
WW + fixing 
frame from EGi 
module

JUNG LS990
By means 
of adapting 
frame from 
JUNG® ref. 
LS SON EGi 
or LS SON 
EGi WW or 

LS SON EGi AL + fixing frame 
from EGi module

JUNG A 500
By means of 
adapting frame 
from JUNG® 
ref. A 500 EGi 
WW or A 500 
EGi AL + fixing 
frame from EGi 
module

JUNG AS 500

By means of 
adapting frame 
from JUNG® ref. 
A 500 EGi WW 
or A 500 EGi AL 
+ fixing frame 
from EGi module

LEGRAND GALEA-
GALEA LIFE

By means 
of EGi fixing 
frame ref. 
0702.xx + 
fixing frame 
from EGi 
module

LEGRAND DECOR
By means 
of EGi fixing 
frame ref. 
WDEL + 
fixing frame 
from EGi 
module

MERTEN ATELIER 
(System Basis)

By means 
of EGi fixing 
frame ref. 
0020xx + 
fixing frame 
from EGi 
module.ref. 
W27S/..

LEGRAND VALENA
By means 
of EGi fixing 
frame ref. 
0705.xx + 
fixing frame 
from EGi 
module. ref. 
W27S/..

MERTEN M-ARC
(System M)

By means of 
EGi fixing frame 
ref. 0705.xx 
+ fixing frame 
from EGi 
module. ref. 
W27S/..

MERTEN M-PLAN Glass 
(System M)

By means 
of EGi fixing 
frame ref. 
0705.xx + 
fixing frame 
from EGi 
module. ref. 
W27S/..

MERTEN M1 (System 
Basis)

By means of 
EGi fixing frame 
ref. 0020xx 
+ fixing frame 
from EGi 
module.ref. 
W27S/..

MERTEN M-PLAN
(System M)

By means of 
EGi fixing frame 
ref. 0705.xx + 
fixing frame from 
EGi module. ref. 
W27S/..

MERTEN M-SMART 
(System M)

By means of 
EGi fixing frame 
ref. 0705.xx + 
fixing frame from 
EGi module. ref. 
W27S/..

MERTEN M-PLAN II 
(System M)

By means 
of EGi fixing 
frame ref. 
0705.xx + 
fixing frame 
from EGi 
module. ref. 
W27S/..

MERTEN M-STAR
(System M)

By means 
of EGi fixing 
frame ref. 
0705.xx + 
fixing frame 
from EGi 
module. ref. 
W27S/..

MERTEN TRANCENT
(System Design)

By means of EGi 
fixing frame ref. 
0021xx + fixing 
frame from EGi 
module

MERTEN ANTIK
(System Design)

By means of 
EGi fixing frame 
ref. 0021xx + 
fixing frame from 
EGi module

MERTEN ARTEC 
(System Design)

By means 
of EGi fixing 
frame ref. 
0021xx + 
fixing frame 
from EGi 
module

NIKO PR20
By means of 
EGi fixing frame 
ref. W20N/.. 
+ fixing frame 
from EGi 
module

MERTEN OCTOCOLOR
By means 
of EGi fixing 
frame ref. 
0026xx + 
fixing frame 
from EGi 
module. ref. 
W27S/..

WDEL. Trim LEGRAND® Decor.

0702.10. White. Frame from LEGRAND® Galea and Galea Life.

0705.10. White. 0705.11. Cream. Frame from LEGRAND® Velna.

002019. Polar white. 002074. White. Frame from MERTEN® Atelier / M-1 series.

002119. Polar white. 002149. Metallic bronze. Frame from MERTEN® Artec / Trancent / Antik series.

002605. Metallic titanium. 002619. Polar white. 002642. Metallic bronze. 002644. White. Frame from MERTEN® Octocolor series. 

W20N/BN. Snow white. W20N/MF. Ivory white. Frame from NIKO® PR20 series.
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SIMON 27

By means of 
EGi frame 
ref. W27S/.. 
+ according 
to control unit 
colour.

SIMON 27 PLAY

By means of 
EGi frame 
ref. W27S/.. 
+ according 
to control unit 
colour.

SIMON 28

By means of 
EGi frame ref. 
W28S/..

SIMON 82

By means of 
fixing frame 
from SIMON® 
ref. 82088.. + 
EGi frame ref. 
W27S/..

SIMON 31

By means of 
fixing frame 
from SIMON® 
ref. 31088-.. 
+ fixing frame 
from EGi 
module.

SIMON 82 NATURE

By means of 
fixing frame 
from SIMON® 
ref. 82088.. + 
EGi frame ref. 
W27S/..

SIMON 27 NEOS

Control unit: 
replace EGi 
metallic chassis 
plate for EGi 
chassis plate 
ref. 07021 + 
EGi frame ref. 
W27S/..

SIMON 75

By means of 
EGi frame ref. 
W75S/..

SIMON 88

By means of 
fixing frame 
from SIMON® 
ref. 82088.. + 
EGi frame ref. 
W27S/..

VIMAR IDEA

(60 mm box)
Control unit: 
replace EGi 
metallic chassis 
plate for EGi 
adapting kit ref. 

WIDV. It is not possible to adapt 
the 2” in-wall loudspeaker to this 
series.

VIMAR PLANA

(3-module 
box and 
60 mm 
box)	
Control unit: 

replace EGi metallic chassis 
plate for EGi adapting kit ref. 
07010. Loudspeaker: use 2” 
loudspeaker ref. 06032 specific 
for VIMAR® Plana (3-module 
box and 60 mm box).

VIMAR IDEA

(3-module 
box and 
60 mm 
box)
Control unit: 

replace EGi metallic chassis plate 
for EGi adapting kit ref. WID3. 
Loudspeaker: use 2” loudspeaker 
ref. GI3V/16 or GI3V/32 specific 
for VIMAR® Idea (3-module box 
and 60 mm box).

VIMAR PLANA

(60 mm 
box) 
Control 
unit: replace 
EGi metallic 
chassis 

plate for EGi adapting kit ref. 
07020. Loudspeaker: use 2” 
loudspeaker ref. 06032 specific 
for VIMAR® Plana (60 mm box).

WSON. Black. Frame from NIKO® PR20 Soft series.

WDAS/PL. Silver. Frame from SIEMENS® Delta Ambiente and Delta Profil series.

0708.10. White Frame from SIEMENS® Delta Line / Delta Micro / Delta Vita series.
0708.12. Black Frame from SIEMENS® Delta Line / Delta Micro / Delta Vita series.

W27S/BN. Snow white. W27S/NE. Black. W27S/MF. Ivory white. W27S/GR. Grey. Frame from SIMON® 27 / 82 / 88 and and other models.

07021. Chassis plate to adapt EGi control unit to SIMON® 27 Neos. 07022. Chassis plate to adapt 2” loudspeaker to SIMON® 27 Neos series.

W28S/30. Snow white. W28S/31. Ivory white. W28S/32. Black. Frame from SIMON® 28 series.

W75S/30. Snow white. W75S/31. Ivory white. W75S/33. Aluminium. W75S/35. Grey. W75S/36. Bronze. W75S/38. Anthracite. Frame from SIMON® 75 
series.

WIDV. Kit to adapt EGi control unit to VIMAR® Idea (60 mm box).

WID3. Kit to adapt EGi control unit to VIMAR® Idea (3-module box and 60 mm box). GI3V/16-GI3V/32. 2” wide band loudspeaker specific for VIMAR® Idea 
(3-module box and 60 mm box). Available in 16 or 32Ω.

07020. Kit to adapt EGi control unit to VIMAR® Plana (60 mm box). 06032. 2” 16Ω wide band loudspeaker specific for VIMAR® Plana (60 mm box).

0710. Kit to adapt EGi control unit to VIMAR® Plana (3-module box and 60 mm box). 0608.16. 2” 16Ω wide band loudspeaker specific for VIMAR® Plana 
(3-module box and 60 mm box).

NIKO PR20 SOFT

By means 
of EGi fixing 
frame ref. 
WSON/.. + 
fixing frame 
from EGi 
module.

SIEMENS DELTA 
AMBIENTE 

By means of 
EGi fixing frame 
ref. WDAS/.. 
+ fixing frame 
from EGi 
module.

SIEMENS DELTA PROFIL

By means 
of EGi fixing 
frame ref. 
WDAS/.. + 
fixing frame 
from EGi 
module.

SIEMENS DELTA LINE-
MIRO-VITA (I-SYSTEM)

By means of EGi 
fixing frame ref. 
0708.10 + fixing 
frame from EGi 
module.
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